FLAME RETARDANT CABLES -

CAP CHAM CHAY, RUOT PONG, CACH BPIEN PVC, VO BOC FR - PVC (CVV/FRY)
FLAME RETARDANT CABLES, COPPER CONDUCTOR, PVC INSULATED, FR - PVC SHEATHED (CVV/FRY)

LION CVV/FRT (Cu/PVC/FR-PVC)

Rudt dén: Dong
Conductor: Copper

Cach dién: PVC
Insulation: PVC

L8p dén PP quén PET hodc PVC (néu cdn)
Filler PP and PET tape ing or PVC (if

Vé boc: FR-PVC
Oversheath: FR-PVC

TIEU CHUAN:

~TCVN 5935 - 1 (IEC 60502 - 1)
- IEC 60228; [EC 60332- 1, 3
-BS 4066 - 1, 3

CAU TRUC CAP:
- Rudt dén: Sai ddng U mém cdp 2 theo IEC 60228
- Cach dién: PVC
- Vo bdo vé: FR-PVC
NHAN BIET LOI:
* B&ng mau cach dién:
- Cap 1160 mau den
- Cap nhiéu 16i: 2 161 (36, den), 3 16i (dd, vang, xanh),
416i (@, vang, xanh, den).
* Hogc theo yéu cdu khéch hang.
PAC TiNH KY THUAT:
- Bién ép danh dinh Uo/U: 0.6/1kV
- Nhiét dé rudt dan I8n nhdt trong st dung binh thudng 70°C
- Nhiét dé rudt dén I18n nhat khi ngdn mach thdi gian 16i da 5s:
DPai vai tiét dién rudt dén > 300 mm2 140°C
Da&i vdi tiét dién rudt dan < 300 mm2; 160°C
- Ban kinh uén cong nhd nhdt: 8xD (D: Budng kinh ngodi clia cp)
UNG DUNG:
- L&p dat cb dinh trong cdc cong trinh céng cdng, hé théng dién
du phong, hé théng khdn cdp, hé thdng béo chay, hé théng
phun nudc chita chdy, hé théng bdo khdi va hat khéi, hé théng
dén thoat hiém...

STANDARD:

-TCVN 5935 - 1 (IEC 60502 - 1)
- IEC 60228; IEC 60332 - 1, 3
-BS4066-1,3

CONSTRUCTION:
- Conductor: Annealed copper wire class 2 comply to [EC 60228
- Insulation: PVC
- Sheath: FR - PVC
IDENTIFICATION OF CORES:
* By color of insulation:
- Single core cable: Black
- Multi-core cable: 2 cores (Red, black), 3 cores (red, yellow, blue),
4 cores (red, yellow, blue, black)
* Or by customer’s requirement.
TECHNICAL CHARACTERISTICS:
- Rated voltage Uo/U: 0.6/1kV
- Maximum conductor femperature in normal operation 70°C
- Max. conductor tfemperature in short-circuit for 5s max duration:
Conductor cross-section > 300 mm?; 140°C
Conductor cross-section < 300 mm?: 160°C
- Min. bend radius: 8xD (D: Overall diameter of cable)
APPLICATION:
- The flame retardant cables are proper used for public facilities,
backup power systems, emergency systems, fire alarm systems,
sprinklers, smoke detection and extraction equipment, emergency
lighting and evacuation systems fixed wiring...

K&t cau rudt dén Chiduday | Chidu ddy pién rd mdt | Budng kinh | Kndi lugng
S | Mgt et (Conductor structure) cdch din | vé blove chidulén nhdt  tng téng
(] d h dinh 5 , 5 o - . |cua rudt dan gén dL]ng gén dt]ng
anh ain S8 5o budng kinh | Budng kinh | danh dinh | danh dinh &20°C ) .
- sl (*) rudt dan (%) ™ ®
. . : : Max. DC
No. i Diameter Diameter Nominal Nominal . ApPprox.
of N/cg\rggol Nol;n\;/ki)rgr of of thickness thickness fre&s’rc(‘;jncare Overdll \Aféﬁ)grr]?é;)
core wire (*) | conductor (*) | of insulation | ofsheath | © %?gofg Ol Diameter (*)
mm? mm mm mm mm Q/km mm kg/km
1.5 7 0.52 1.6 0.8 1.4 12.1 6.2 58
2.5 7 0.67 2.0 0.8 1.4 7.41 6.6 71
4 7 0.85 2.6 1.0 1.4 4.61 7.6 100
] 6 7 1.04 3.1 1.0 1.4 3.08 8.2 124
10 7 cc 3.7 1.0 1.4 1.83 8.8 166
16 7 cc 4.7 1.0 1.4 1.15 9.7 228
25 7 cc 5.9 1.2 1.4 0.727 11.4 336
85) 7 cc 6.9 1.2 1.4 0.524 12.5 439
50 19 cc 7.9 1.4 1.4 0.387 14.0 572
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K&t cAu rudt dan x s . |Piéntrdmot | Budng kinh | Khéi luong
= ST Chieuday | Chiéuday | 5 . 2 N p N
s6 | Matcat (Conductor structure) o 2 2 s (CHIEUIGNNNGH  tong gan | tong gan
Ai i cdchdién | vobaové | » .. = 7 °
15i | danh dinh o - N , cuarugtdan|  ding dung
36 sqi budng kinh | Budng kinh | danh dinh danh dinh 320°C ) )
: sai (%) rudt dan (%) ™ @)
. . . ! Max. DC
| Nomwa | unoer | OO | Deelr | fomnl | joned | @Sk, | fgpor | semor
core e S wire (%) conductor (*) | ofinsulation | of sheath | © %?gogé Ol Diameter (*)
mm? mm mm mm mm Q/km mm kg/km
70 19 cc 9.6 1.4 1.4 0.268 15.6 781
95 19 ce 1.2 1.6 15 0.193 17.8 1,055
120 19 cc 12,6 1.6 15 0.153 19.2 1,298
: 150 19 ce 14.0 1.8 1.6 0.124 213 1618
185 37 ce 15.7 2.0 1.7 0.0991 237 2,002
240 37 cc 18.0 22 1.8 0.0754 26.7 2,594
300 61 ce 203 2.4 1.9 0.0601 29.6 3,251
400 61 ce 23.0 2.6 20 0.0470 33.0 4115
1.5 7 0.52 1.6 08 1.8 12.1 10.3 150
25 7 0.67 2.0 0.8 1.8 7.41 1.2 185
4 7 0.85 26 1.0 1.8 461 13.2 256
6 7 1.04 3.1 1.0 1.8 3.08 14.2 327
10 7 cc 3.7 1.0 1.8 1.83 16.5 a6
16 7 ce 47 1.0 18 1.15 18.3 555
25 7 ce 5.9 1.2 1.8 0.727 217 810
2 35 7 cc 6.9 1.2 1.8 0.524 24.0 1,048
50 19 cc 7.9 1.4 1.8 0.387 27.2 1,384
70 19 ce 9.6 1.4 1.9 0.268 30.7 1,876
95 19 cc 1.2 1.6 20 0.193 35.0 2,499
120 19 ce 12,6 1.6 2.1 0.163 38.0 3,069
150 19 ce 14.0 1.8 22 0.124 420 3,785
185 37 cc 15.7 2.0 2.4 0.0991 475 4,770
240 37 ce 18.0 2.2 26 0.0754 53.6 6,147
15 7 0.52 1.6 08 18 12.1 108 174
25 7 0.67 2.0 08 1.8 7.41 1.7 220
4 7 0.85 26 1.0 1.8 461 14.0 320
6 7 1.04 3.1 1.0 1.8 3.08 15.0 399
10 7 cc 37 1.0 1.8 1.83 17.4 531
16 7 cc 47 1.0 1.8 1.15 19.4 736
25 7 ce 5.9 1.2 1.8 0.727 232 1,083
3 35 7 cc 6.9 1.2 1.8 0.524 25.8 1,450
50 19 cc 7.9 1.4 1.8 0.387 29.0 1,872
70 19 cc 9.6 1.4 20 0.268 33.0 2,578
95 19 cc 1.2 1.6 2.1 0.193 375 3,451
120 19 cc 12,6 1.6 22 0.1563 407 4,268
150 19 ce 14.0 1.8 2.3 0.124 45.0 5,266
185 37 cc 15.7 2.0 25 0.0991 51.0 6610
240 37 ce 18.0 22 27 0.0754 57.5 8,546
1.5 7 0.52 1.6 0.8 1.8 12.1 1.7 206
25 7 0.67 2.0 08 1.8 7.41 12.7 264
4 7 0.85 26 1.0 1.8 461 15.2 386
. 6 7 1.04 3.1 1.0 1.8 3.08 16.3 488
10 7 cc 37 1.0 1.8 1.83 19.0 662
16 7 cc 47 1.0 1.8 1.15 212 032
25 7 cc 5.9 1.2 1.8 0.727 257 1,416
35 7 ce 6.9 1.2 18 0.524 283 1,845
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FLAME RETARDANT CABLES -

K&t cAu rudt dan s s .| Biéntrd mot | Budng kinh | Khéi lugn
. Mat ot ' Chiéuday | Chieuday | 5~ " 4 9 N 2 N N
6 atca (Conductor struciure) o 2 2 s (CHIEUIGNNNGR tOng gan | tong gan
| g ) céchdién | vobaové | ., . = , >
15i | danh dinh — — 7 |cuarudtdan|  ding ding
- 501 (%) rudt dan () ® ™
. . " " Max. DC
No. . Diameter Diameter Nominal Nominal ; Approx. ApPProx.
of N%mlnol N‘;mk?er of of thickness thickness ofr?:sgrt?jr&(éfor Overall weight (*)
core icc SIS wire (*) conductor (*) | ofinsulation |  of sheath o 20°C Dicmeter (*)
mm? mm mm mm mm Q/km mm kg/km
50 19 cc 7.9 1.4 1.9 0.387 32.0 2,425
70 19 Ce 9.6 14 2.1 0.268 36.4 3,344
95 19 cc 11.2 1.6 2.2 0.193 41.5 4,497
4 120 19 cc 12.6 1.6 2.3 0.153 452 5,545
150 19 cc 14.0 1.8 2.5 0.124 51.0 6,969
185 37 cc 15.7 2.0 2.7 0.0991 56.7 8,632
240 37 cc 18.0 2.2 2.9 0.0754 64.0 11,162
LOAI 3 PHA + 1 TRUNG TINH (3 PHASE + 1 NEUTRAL CORE)
G P an g s Pién rd mot chiéu
o Két cAu rudt dan Chieu day cdch . |6nnhétclaruot | Busng | Khai
- M&t ct (Conductor structure) dién donh dinh CD'SL,J ddy dang2°C | kinh | luong
; VO 000 V& . t6ng gan|tong gén
danh dinh i i inhIMax. DC resistance | o9 990 10Ng 99
Pha (Phase) Trung finh (Neutral corey | ominal fhickness donh dinh MAX -~ €812 | ding (%) | ding ()
of insulation o
at 20°C
. | Pudngkinh | .| Pudng kinh ) ; | Approx. | Aopro
Nominal SG 591 [Pk el ()] ruot ddn ) | 56 01 DK sl ()| ot dan () | Pha  [Tung tinh| Nominal |y fTrung finh O?/%ro)l(ll wpeFi)g;h);'
No. No. | Dia.of i No. | Dia.of ; Ph (Neutral | thickness | pp, (Neutral | i
Area , O Dia.of ¢ 101 Dia.of  |(Phase) (Phase) Diometer| ()
of wire | wire () \sonductor (9 Of Wire| wire () |eonductor () core) | Of sheath core) &
mm? mm mm mm mm mm mm mm Q/km Q/km mm kg/km
1 3x2.5 + 1x1.5 7 0.67 2.0 7 0.52 1.6 0.8 0.8 1.8 7.41 12.1 12.4 248
2 3x4 + 1x2.5 7 0.85 2.6 7 0.67 20 1.0 0.8 1.8 4.61 7.41 14.5 355
3 3x6 + 1x4 7 1.04 3.1 7 0.85 2.6 1.0 1.0 1.8 3.08 4.61 16.0 463
4 3x10 + 1x6 7 cc 3.7 7 1.04 &Ll 1.0 1.0 1.8 1.83 3.08 18.6 624
5 3x16 + 1x10 7 cc 4.7 7 cc 3.7 1.0 1.0 1.8 1.15 1.83 20.6 865
6 3x25 + 1x10 7 Ce 5.9 7 CE 3.7 1.2 1.0 1.8 0.727 1.83 23.7 1198
7 3x25 + 1x16 7 cc 5.9 7 cc 4.7 1.2 1.0 1.8 0.727 1.15 24.2 1269
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CAP CHAM CHAY

K&t cdu rudt dan Chiéu day cach Blén 8 mat chiéu
Mat ct (Conductor structure) dié o (Ciduday 1 ERSLERT puong dnh Kn ugng
st . ién danh dinh VB baovs dan 6 20°C éng éng
danh dinh ) Nominal thickness|danh dinh{Max. DC resistance| gan ddng | gan ding
Pha (Phase) Trung finh (Neutral core) . . of conductor ® *
of insulation at 2000
Normingl 5501 | B ()| st iy | 55561 Bk sl ()|t iy | Pha [Tung | Nominal | pry ung i ‘chiror | Approx
No. . No. | Dia.of | “pigof | No. | Diaof | "pgof * |(Phase)| (Neutral | ThiCkness | ippagey | (Neutral | piometer | Weight
of wire | wire () leondyctor (9| Of Wire| wire (%) onguctor () core) | of sheath core) ) ®
mm? mm mm mm mm mm mm mm Q/km Q/km mm kg/km
8 3x35 + 1x16 7 cc 6.9 7 cc 47 12 1.0 1.8 | 0524 | 115 26.6 1,617
9 3x35 + 1x25 7 cc 6.9 7 cc 5.9 1.2 1.2 1.8 0.524 0.727 27.7 1,741
10 3x50 + 1x25 19 cc 7.9 7 cc 59 1.4 1.2 1.9 0.387 0.727 304 2,169
1 3x50 + 1x35 19 &e 7.9 7 cc 6.9 14 1.2 1.9 0.387 0.524 31.2 2,287
12 3x70 + 1x35 19 cc 9.6 7 cc 6.9 1.4 1.2 2.0 0.268 0.524 34.4 2,960
13 3x70 +1x50 19 cc 9.6 19 CE 7.9 1.4 1.4 2.0 0.268 0.387 35.2 3,100
14 3x95 +1x50 19 cc 11.2 19 cc 7.9 1.6 1.4 2.2 0.193 0.387 39.2 3,974
15 3x95 +1x70 19 cc 11.2 19 CS 9.6 1.6 1.4 2.2 0.193 0.268 40.3 4,217
16 3x120 +1x70 19 cc 12.6 19 cc 9.6 1.6 1.4 2.3 0.153 0.268 43.0 4,998
17 3x120 +1x95 19 ee 12.6 19 cc 11.2 1.6 1.6 2.3 0.153 0.193 44.2 5,282
18 3x150 +1x70 19 cc 14.0 19 cc 9.6 1.8 1.4 2.4 0.124 0.268 47.5 6,063
19 3x150 +1%95 19 cc 14.0 19 cc 1.2 1.8 1.6 24 | 0124 | 0193 | 487 6,358
20 3x185 +1x95 37 cc 15.7 19 cc 11.2 2.0 1.6 2.6 0.0991 0.193 53.2 7,608
21 3x185 +1x120 37 cc 15.7 19 CE 12.6 2.0 1.6 2.6 0.0991 0.183 54.0 7,865
22 3x240 +1x120 37 cc 18.0 19 cc 12.6 2.2 1.6 2.8 0.0754 | 0.153 59.5 9,755
23 3x240 +1x150 &Y/ cc 18.0 19 CS 14.0 2.2 1.8 2.8 0.0754 | 0.124 60.6 10,101
24 3x240 +1x185 37 cc 18.0 37 cc 15.7 2.2 2.0 2.8 0.0754 | 0.0991 62.0 10,508

CC - Rudt dén tron xodn ép chat,

(*) Gia tri tham khd&o: Bé thiét k&, phuc vu cho van chuyén, Iuu kho s&n phdm. Khéng phdi Iar chi tiéu déanh gia chét lugng sén phdm.
Ngodi ra chiing t6i cling ¢é thé san xudt céc loai cdip khac cé két cdu va tiéu chudn theo yéu cdu khdch hang.

CC - Circular Compacted Stranded Conductor.

() Reference value: For design, tfransportation, storage products. Not for evaluating the quality of products.

We commit to providing customized cable solution to suit any customer standards and requirements.
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